
AC5000AC5000



•• DesignDesign



POE (13W) Installation ConfigurationPOE (13W) Installation Configuration

Access ControlAccess Control Time & AttendanceTime & Attendance
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Features & Functions SummaryFeatures & Functions Summary

� Live & Fake Finger Detection
� IP65 – Weatherproof
� Touch Keypad – LED backlit
� Template Capacity: 90K (1st release version: 40K)  / Event Log: 61K
� Powerful Processor (32bit 400MHz CPU)

- 1:3,000 users / less than 1 sec

� Easy Installation
- POE, Terminal Connectors, Vertical Type Design

� New White Optical Sensor
- Larger Scanner Surface
- Additional Live & Fake Finger Detection Technology

� Customizable Screen Images and Voices
- Customizable Background Image (Jpeg) & Defined Text (CSV File) 

� Global/Individual Message Broadcast
� UNIS Server and Access Server Support



AC4000 vs. AC5000AC4000 vs. AC5000

304*344 (500DPI, 15*17mm)256*292 (500DPI, 13*15mm)FP Sensor (DPI, Area) 

VerticalHorizontalDesign

400 MHz266 MHzCPU

POE support (10/100M)POE not support (10M only)POE (Ethernet)

IP65XWeatherproof

2.8 inch Color TFT LCD (320*240)128*64 BW LCDLCD

Yes NoTerminal Connectors

XO
Approach Proximity 

Sensor

Flash (Downloading from PC)Voice Chip (Fixed)Voice

XO Door phone

90,000 templates / 61,000 logs

(1st release version: 40,000 

templates)

45,600 templates / 50,000 LogsMemory Capacity

Touch Key Type

15key (10Key, F1~F4, Enter)
18Key (0~9, F1~F4,*,#,Enter, Call)Key

AC5000AC4000ITEM


